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Unsaturated Triaxial Double Cell

Global Material Testing Manufacturers

Unsaturated Triaxial Double Cell               Designation: ASTM D6836

	.General info

MTM-UnsatT2CProduct ID

 Cell of Applying Stresses Corresponding to Triaxial Test
ConditionsFunction

 Reducing Errors in Measurement of Unsaturated Soil Volume
Change Based on Internal Cell Volume ChangeSpeciality

	Specifications

Up to 10 barPressure Bearing Capacity

38 mm, 50 mm, and 71 mm (Based on Buyer's Desired)Presenting Two Diameters Cap and Pedestal of Sample

Hardended AluminumSample Cap and Pedestal Material

Stainless SteelCell Cap and Pedestal Material

Seamless and Transparent PlexiglasCell Internal and External Confinement Material

Routes 3Considered Routes for Bottom of Sample

Routes 2Considered Routes for Top of Sample

Route in Bottom 1 Route in Top and 1Considered Routes for Internal Cell

Route in Bottom 1 Route in Top and 1Considered Routes for External Cell

Less Than 2 NLow-Frictional Loading Axis

28 kgApproximate Weight

 Easily Removable and Changeable Cap and Pedestal of
Sample

Capabilities

Vacuum Cap for Tension Condition in Sample

Durable and High Quality Valves

 Completely Watertight and Reliable Routes for Measurement
of Sample Volume Change


